
FUCE007 Data Sheet

Model Number:  FUCE007 

Description: NI-MH/NI-CD�AA/AAA  BATTERY  CHARGER  

Electrical Data  

Input  Input Voltage/Frequency  230V/50Hz 

Input Power  4W 

 

Output  

Rated output Voltage 2X2.8VDC 

 

Rated output Current      

              (mA) 

TYPE SPEC
 

NI-MH   NI-CD 

AA 250 250 

AAA 120 120 

 Output Power(max)  1.4VA(max) 

Resistance  Insulation Resistance  100M� (measured with 500V  DC voltage) 

Protection  Thermal Protection  Thermal fuse:    cut off temperature:115℃ 

 Withstand Voltage (Hi-Pot) AC 3000V 50Hz for 1minute or AC3750V 

2seconds 

Mechanical Data    

Primary Turns & Wire Gauge  6210T/� 0.06mm 

 

Diagram of transformer terminals:  

 

      

 

 

 

 

Secondary Turns & Wire Gauge  

leading 

terminal 

Wire No. Gauge 

(mm) 

turn 

(T) 

A-B SWG27 0.41 158 

    

    

    

    

    

Core Size  35mm×10mm 

Unit Weight (g)                                   158 

Dimensions (mm) 105.6(L)×51.4(W)× 91.2(H) 
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