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B Product Features & 917973512

Deep Cycle Long Life Series  400~600 Cycle Times @100%DOD

Carbon Fiber Rare-earth alloy

+10%
Capacity +15%

Discharge Power
Fositive Carbon Fiber

150%
Grid Corrosion
Rare-sarth patent alloy

Improve the content and
utilizationvof active substances.
Direct Bar-welding

I Product Applications
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Kid's Electric Bike Electric Motorcycle Wheelchair Sweeper

E-scooter Electric Tricycle

B Physical Specification

cimepziens (mmﬂn‘:h] WElght {kgﬂbS]

Length Width Height Total Height
ABS ULD4-HB

[Cptionat FRABS UL34-V0)

6-DZM-42 108/238 i

195/7 68 130/5.12 157.5/620 162/638

B Product Specifications

Nominal Voltage |Rated Capacity 25°C/77°C| Operating Temp.Range Capacity Effected Temp Capacity vs Storage Tim4g

424h 20hr Rate (1.80v/cell) Discharge; -15~50°C (5~122°F) 40°C [104°F): 106%
Three months: 90%
40Ah 10hr Rate [1.75V/cell) Charge: 0~40°C [32~104°F) 25°C (77°F): 100%
2V Six months : B0%
%7Ah 5hr Rate (175V/cell) Storage: -15~40°C [5~104°F) 0°C (32°F): 85%
Nine months : 60%
34Ah 3hr Rate (175v/cell)

Optimum; 25+3°C (77£5°F) A15°C (5°F): 72%

I Constant Current Discharge (A)@25°C (77°F)

1.85V/cell 440 313 251 144 105 867 696 592 1.98
180Vicell 455 323 259 148 TO 892 7235 614 470 382 210
1.75V/cell 4677 335 268 158 n3 924 740 627 483 400 212
1.70V/cell 479 343 | 278 160 123 956 770 658 495 403 214
wsyeal N iss | 565 (287 |62 | 25 | 2& | 788 | eal || 506 || G067 | 25
1eov/eell 505 365 293 167 129 994 805 681 518 420 217

B Constant Power Discharge (W/cell)@25°C (77°F)

1.85V/cell 858 616 496 286 211 17.5 140 120 925 756 404
1.80V/cell 885 632 510 295 220 179 145 124 948 773 426
1.75V/cell 90,6 654 527 313 225 185 148 126 972 8.06 428
1.70V/cell 923 666 542 316 243 190 153 131 990 807 430
1.68V/cell 935 682 558 317 244 190 156 13.1 1003 809 430
1.60V/cell 952 697 564 325  25] 195 158 134 1021 830 430
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B Battery Dimensions(mm)
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Electrical Characteristics

Discharging Characteristics@25°C(77°F)
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Discharging Time
Capacity vs Temperature
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Temperature
Cycle Life vs Depth of Discharge@25°C(77°F)
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Depth of Discharge (DOD)

. Usage and Maintenance
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Charging Characteristics (25°C)

Voltage V
Current A

14.75V-14.85V

13.7v-13.9v

43~4 64

0.6A

(&h~Bh} 0h

Charging Time {h)

Self-discharge vs Time
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Storage Time (months)

Cycle Life vs Remaining Capacity@25°C(77°F)
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Hmitee VOHage F10ating VO]tage

. 14.75~14 85V@25
Limited current: =02C2A @

°C (77 °F )

Temp Coefficient. -24mV/°C

137~139V@25°C[77°)
Ternp.Coefficient:-18mv/°C



